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DATA SHEET 
 

 

Type Backlite Panel 

Model             CB SAA Approved Backlite PF0.9          
    Flicker Free 2X2FT 6060 48W Panel Light for Office 

Power 48W 

Size 595*595*30mm 

Cut hole 580*580mm 

LED driver input wire 2*0.75 mm2 

LED driver Output wire 2*0.5 mm2 

Frame Aluminium 180g 

Frame Colour White 

Back Cover Iron 0.25mm 

Diffusion Plate PS 1.0MM 

Lens PMMA 

CCT 6500K 

Input Voltage AC175-265V 

Frequuency 50Hz 

Led Type SMD 2835 1W 9V 100mA 130-140lm 

QTY of Leds 48 PCS 

Led Chips Epistar 

Lamp Lumine 4800lm±10% 

Lumine Flux 100lm/w 

Beam angle 120° 

CRI RA80 

DRIVER SD 

Flicker NO 

Dimmable NO (other mode can Dali, 0-10V dim) 

PF 0.95 

IP IP20 

Protection Class IEC Safety Class III 

Lifespan 45000h 

Warranty 3 Years/ 5 years 

Ambient Temperature -20℃ ~45℃ 

Certification TUV&CB&EMC&RoHS ENEC 

Application Indoor 

Package 6PCS/Ctn 
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